Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 71312 7/612 | Difference | 715111 gfl:‘:;; 716110 an;c:;; 312 | 7M5M1 gfg:;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,232 2,458 -226 2,658 -16.0 3,318 -32.7 2,367 2,720 -13.0
East Coast (PADD 1) .. 147 145 S 163 -9.8 207 -28.7 149 172 -13.4
Midwest (PADD 2) .... 705 752 -48 753 -6.4 805 -12.4 763 765 -0.2
Gulf Coast (PADD 3) ... 880 1,011 -131 1,188 -25.9 1,737 -49.3 940 1,257 -25.2
Rocky Mountain (PADD 4) ... 243 232 12 244 -0.5 306 -20.4 232 248 -6.7
West Coast (PADD 5) ... 256 317 -61 309 =171 264 -3.0 284 279 1.6
Reformulated ................. 103 100 3 93 10.9 112 -8.1 108 93 15.9
Blended with Ethanol 87 88 0 80 8.5 81 7.4 92 79 16.6
Other .......... 16 12 4 13 258 31 -48.6 16 14 11.8
Conventional . 2,129 2,358 -229 2,565 -17.0 3,206 -33.6 2,259 2,627 -14.0
Blended with Ethano 373 384 -1 319 16.8 213 75.5 377 334 13.0
Ed55 and Lower ..... S 384 -1 319 16.8 213 75.4 377 334 13.0
Greater than Ed55 . 0 0 0 0 0.6 0 - 0 0 33.5
Other .... 1,756 1,974 -218 2,246 -21.8 2,993 -41.4 1,882 2,294 -17.9
Distillate Fuel Oil .. 4,737 4,673 64 4,565 3.8 4,544 4.3 4,641 4,473 3.7
15 ppm sulfur and Under . 4,209 4,211 -2 3,904 7.8 3,780 11.3 4,104 3,903 5.1
> 15 ppm to 500 ppm sulfur . . 226 179 47 281 -19.6 391 -42.3 189 247 -23.5
> 500 ppm sulfur ..... . 303 284 20 380 -20.3 372 -18.6 348 8238 7.7
Kerosene .................. 0 -10 10 11 -102.9 18 -101.8 -9 12 -174.9
Kerosene-Type Jet Fuel . 1,578 1,684 -106 1,621 2.7 1,585 -0.5 1,599 1,564 22
Residual Fuel Oil 516 514 3 506 2.0 430 20.1 545 563 -3.1
Blender Net Production

Finished Motor Gasoline' ... 6,481 6,715 -234 6,670 -2.8 5,894 10.0 6,683 6,601 1.2
East Coast (PADD 1) 2,718 2,855 -137 2,884 -5.8 2,585 5.1 2,820 2,850 -1.0
Midwest (PADD 2) 1,463 1,485 -22 1,487 -1.6 1,419 3.1 1,496 1,482 1.0
Gulf Coast (PADD 3) ... 981 1,041 -60 918 6.9 689 423 1,015 914 111
Rocky Mountain (PADD 4) . 64 59 5 48 335 37 73.8 68 45 50.4
West Coast (PADD 5) 1,255 1,275 -20 1,333 -5.9 1,163 7.8 1,284 1,311 -2.1
Reformulated 2,867 2,906 -39 2,942 -25 2,819 1.7 2,936 2,928 0.3
Blended with Ethanol 2,867 2,906 -39 2,942 -25 2,819 1.7 2,936 2,928 0.3
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 3,614 3,809 -195 3,729 -3.1 3,075 17.5 3,747 3,673 2.0
Blended with Ethanol 5,010 5,155 -145 4,818 4.0 4,627 8.3 5,110 4,850 5.4
Ed55 and Lower ..... 5,008 5,153 -144 4,816 4.0 4,626 8.3 5,108 4,848 5.4
Greater than Ed55 . . 2 2 -1 3 -36.4 1 178.2 2 2 -2.8
Other .............. . -1,396 -1,345 -51 -1,090 28.1 -1,552 -10.0 -1,363 -1,177 15.8
Distillate Fuel Oil ..... 26 32 -6 13 90.6 -35 -173.1 37 -3 -1,283.0
15 ppm sulfur and Under . 9 29 -20 13 -35.6 -1 -991.4 33 12 182.3
> 15 ppm to 500 ppm sulfur . 4 -5 8 -8 -145.3 0 -1,263.4 3 1 118.2
> 500 ppm sulfur .. 13 7 6 8 56.5 -34 -138.9 1 -16 -104.7
Kerosene .... 0 0 0 0 -49.7 1 -92.3 0 1 -95.3
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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